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Approved Hardwood Flooring Insulation - MTCC 979

	Material
	WOOD
	CERAMIC
	VINYL
	MARBLE
	DEPTH OF
	UNDERLAYMENT
	TOTAL 
	SUSPENDED
	IIC
	COMMENTS

	 
	 
	 
	 
	 
	SOUND MATERIAL
	 
	DEPTH
	CEILING
	RATING
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Kerafonic
	X
	 
	 
	 
	mortar -3/8 in.
	nil
	3/8 in.
	no
	50
	Product has to be mixed

	Kerafonic
	 
	X
	 
	 
	mortar -3/8 in.
	nil
	3/8 in.
	no
	50
	and poured onto floor.

	Kerafonic
	 
	 
	X
	 
	mortar -3/8 in.
	nil
	3/8 in.
	no
	50
	 

	Kerafonic
	 
	 
	 
	X
	mortar -3/8 in.
	nil
	3/8 in.
	no
	50
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Acousticork
	X
	 
	 
	 
	1/2 in. (S130)
	nil
	1/2 in.
	no
	50
	Must have bond coating

	Acousticork
	 
	X
	 
	 
	1/2 in. (S130)
	nil
	1/2 in.
	no
	50
	of dry set mortar

	Acousticork
	 
	 
	X
	 
	1/2 in. (S130)
	nil
	1/2 in.
	no
	50
	or latex over product.

	Acousticork
	 
	 
	 
	X
	1/2 in. (S130)
	nil
	1/2 in.
	no
	50
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Quietwalk
	X
	 
	 
	 
	1/8 in.
	nil- glued to floor
	1/8 in. 
	no
	51
	Seams to be taped.

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Dura-Son
	X
	 
	 
	 
	3.5 mm
	nil - glued to floor 
	3.5 mm
	no
	51
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Regupol
	X
	 
	 
	 
	3/16 in.
	nil
	3/16 in.
	no
	55
	 

	 
	 
	 
	 
	 
	 
	 
	3/8 in.
	no
	59
	 

	Regupol
	 
	X
	 
	 
	3/16 in.
	nil
	3/16 in.
	no
	53
	 

	 
	 
	 
	 
	 
	 
	 
	3/8 in.
	no
	57
	 

	Regupol
	 
	 
	X
	 
	3/16 in.
	nil
	3/16 in.
	no
	55
	 

	 
	 
	 
	 
	 
	 
	 
	3/8 in.
	no
	59
	 

	Regupol
	 
	 
	 
	X
	3/16 in.
	nil
	3/16 in.
	no
	53
	 

	 
	 
	 
	 
	 
	 
	 
	3/8 in.
	no
	57
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Acousti-Mat
	 
	 
	X
	 
	1/4 in.
	1 in. Maxxon gyp-crete 
	1 1/4 in. 
	no
	62
	 

	 
	 
	 
	 
	 
	 
	poured over underlayment
	 
	 
	 
	 

	Acousti-Mat
	 
	 
	 
	X
	1/4 in.
	1 in. Maxxon gyp-crete
	1 1/4 in. 
	no
	61
	 

	 
	 
	 
	 
	 
	 
	poured over underlayment
	 
	 
	 
	 


